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Technical Features:

« Light steel stuff,firm & flexible

* Components design maks transferring & removing
easy,fast and safe

* Wheels optional

* Ring type terminal battery wires available

« Circuit breaker for over current protection optional

* Insulated wire output
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Technical Specifications:

Installation Dimension (mm) Weight (kgs) Allowable battery reference number(PCS)
280 24 / 3 2 1 /

C-1B 190 220 /
c-1 525 210 225 3.6 / 5 3 2 1 1
C-1A 435 210 270 3.9 / 6 4 3 / /
c-2 450 470 335 7.6 / 10 6 4 2 2
c-3 585 470 335 9.1 / 12 9 6 3 3
C-4 450 470 615 13.5 / 20 12 8 4 4
C-6 580 470 615 16.2 / 24 18 12 6 6
c-8 780 470 615 18.6 / 32 24 16 8 8
C-10 950 470 615 213 / / 24 20 10 10
c-12 780 470 910 29 / / 36 24 12 12
C-16 780 470 1190 19.4 18.6 / 48 32 16 16
C-20 950 470 1190 20.5 26.8 / 60 40 20 20
C-24 780 880 910 25 30.1 / 72 48 24 24
C-32 780 880 1190 40.9 28.2 / 96 64 32 32
C-40 950 880 1190 42.4 43.2 / 120 80 40 40
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